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Specifications 

DB9M DTE 
Serial Connector CPU/Memory  Lantronix DSTni-EX186 CPU  

   256 KB zero wait state SRAM 
   2048 KB Flash   

Serial Interface Rate is software selectable (300 bps to 921600 bps) 
 

Network Interface Wireless 802.11b 
 

Power Supply External Adapter Included 
   120 VAC (1-01 models) USA 
   100-240 VAC (2-01 models) Universal with regional con-         
   nectors 
 

Power Input  9-30 VDC (2.5 Watt Maximum) DC input 
 

Dimensions  Height: 2.3 cm (0.9 in) 
   Width: 7.3 cm (2.87 in) 
   Depth: 9.5 cm (3.74 in) 
 

Weight  0.28 Kg (0.62 lbs)  
 

Temperature Operating Temperature Range: -30° to 70° C 
   Storage Temperature Range: -40° to 85° C  
 

Relative  Operating: 10-90% non-condensing, 40-60%  
Humidity  recommeded 
   Storage: 10-90% non-condensing  

5.5mm Power Jack 

9.5mm 



 
 
 

��������������������
�������������������������������������	
��������
�
�
	�����	��
�
����������������������������  TM 

�
�

��������
�������
��
 ���· �������	�
��

�������������� !�"�� �����· ����#���
�$%��&�%!!'��  ����· ����(�)�$%��&�%!!'���!�

2 

 
 
 
 
 
 
 
              
             WSI Out        Pin     Pin         Airserve 
          
                    RX             13       3              TX 
            
                  GND             2                        5             GND                

                 TX              25       2              RX 
  

                  RTS            24       7             RTS 
 
                CTS            12                        8             CTS 
 
 
 
 
 
         
 

 
 
         
 
 
 
 
 
 
 
 
               XM Out         Pin                      Pin         Airserve  
               

                  RX               4                        3                TX  
               
                 GND            23                       5               GND 
               
                  TX              22                        2                RX 
 
 
 
 
 
 
 

WSI RS-232 Connection 

Heads-Up XM RS-232 Connection 

WSI In-Flight Receiver (AV100/AV200) 

Heads-Up Technologies XM Receiver (XMD076) 
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14.2 cm 
(including antenna) 9.5 cm 

(top view) 


